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Alu bite registration sheets L r

« A hard bite registration wax MBRSADRenta/ALUBISWACHS _ 2Smm

« For precise bite registrations ——

« Clearly recognisable impression F E‘:{‘a; P

« Stable wax sheets (2mm thickness) with a high e W
aluminium content )

* Process in awarmed state

« Heat up in warm water or using a Bunsen burner
« Colour: silver

« Setting point: 22 °C, penetration: 18

«Sheet size: 175x80x 2 mm

« Available in 12 sheets /250 g

Extra Hard Super Wax
is a high temperature stability modelling wax.This { \
wax is comfortable to model because it is stiff but VERSADena | Mol v

not brittle and can be well cut without distortions
the ideal summer wax even at high temperatures.

* Quick to set after application

+ Pleasantly elastic during processing

« Low degree of thermal contraction when cooling down
« No risk of unintentional changes in the set-up

» Precise reproductive accuracy

» Good wax-up characteristics

« High strength

« Setting point: 65° C / ash content: 0.000

+Sheet size: 175x80x 1.25 mm

* Available in 500 g

MORSA sticky wax

« Universally applicable sticky wax for all areas of
prosthodontics

+ High adhesive strength

« Hard, but not brittle

« Elastic

« For the fixation of acrylic teeth in a matrix

« For the fixation of a matrix to a model

« Joins base sheets to bite registrations

» Colour: yellow and pink

» Dimensions: 100 x 40 x 20 mm

. " Order no. DK 000 400 HD 803
. Qveiltli?,tfglf)gis nst'.xéai gséaotg otla-470% yellow, 100x 40 x 20 mm bars, gross 370
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Stabilo Dipping wax / Elastic Dipping wax

« For the production of wax copings with
an even walled thickness by dipping
«No risk of unintentional distortion
» Available in the colours yellow and red
red: Setting point: 71 °C; Ash content: 0.000
yellow: Setting point: 69 °C; Ash content 0.002
« In granular form for quick, precise melting
« Available in a sprinkle tin of 300 g
« Available in an economy pack

New Quality: Very plastic dipping wax with good elastic
memory and minimal contraction. Recommended working
temperature 75 -85 °C.

Order no. DR 000 136 HD 803
yellow, 300 g, sprinkle tin

DUROFLEX Sprue Wax

Tension-free and very malleable wax wire.

object easily. Prevents accidental deformation
of objects to be cast. Packaging: reel 250 g.

« Stress-free
« Elastic
« High strength

« Available in two hardnesses and colours:
Green - medium hardness, Blue - hard

« Available in the thicknesses from 2.0 to 5.0mm

« Packaged individually at 250 g

Due to its high stability it may be waxed onto any

« No risk of unintentional distortion of casting objects

Order No. DH 000 130 NB 813
green, reel 2.0 mm

Order No. DH 000 140 NB 814
blue, reel 2.0 mm

MORSA Wax Brush

« For smoothing wax surfaces. Superior quality.

Order No. DH 000 131 NB 813
green, reel 3.0 mm

Order No. DH 000 141 NB 814
blue, reel 3.0 mm

Order No. DH 000 132 NB 813
green, reel 3.5 mm

Order No. DH 000 142 NB 814
blue, reel 3.5 mm

Order No. DH 000 133 NB 813
green, reel 4.0 mm

Order No. DH 000 143 NB 814
blue, reel 4.0 mm

Order No. DH 000 134 NB 813
green, reel 5.0 mm

Order No. DH 000 144 NB 814
blue, reel 5.0 mm

Order No. DH 000 151 NB 814
green, reel 2.0 mm

Order No. DH 000 153 NB 814
turquoise, reel 3.5 mm

Order No. DH 000 150 NB 814
green, reel 2.5 mm

Order No. DH 000 154 NB 814
turquoise, reel 4.0 mm

Order No. DH 000 152 NB 814
green, reel 3.0 mm

Order No. DH 000 155 NB 814
turquoise, reel 5.0 mm




